EXISTING PAVEMENT CONSTRUCTION SPECIFICATIONS

MOUNTABLE BERM
(OPT/O‘VAL )

2" X 4” ANCHORS

6’ MAXIMUM SPACING

1. STONE SIZE — USE 2" STONE, OR RECLAIMED OR RECYCLED
CONCRETE EQUIVALENT.

Al

_/ = T ——— 2. LENGTH — NOT LESS THAN 50 FEET (EXCEPT ON A SINGLE
FLTER cLOTH— 67 MIN. //:Eg/LD)E)NCE LOT WHERE A 30 FOOT MINIMUM LENGTH WOULD

PROFILE 3. THICKNESS — NOT LESS THAN (8) INCHES. 2" STONE

EXISTING GROUND 4. WIDTH — TWELVE (12) FOOT MINIMUM. BUT NOT LESS THAN
THE FULL WIDTH AT POINTS WHERE INGRESS OR EGRESS OCCURS. THROAT 2 X 4" WER
TWENTY—FOUR (24) FOOT IF SINGLE ENTRANCE TO SITE.

2’ MINIMUM LENGTH

5. FILTER CLOTH — WILL BE PLACED OVER THE ENTIRE AREA PRIOR £ )
TO PLACING OF STONE. OF 2" X 4

SAND BAG OR
ALTERNATE EQUIVALENT

[EX/ST/NG GROUND

6. SURFACE WATER — ALL SURFACE WATER FLOWING OR DIVERTED 2" X 4" WEl T CONCRETE WALK
TOWARD CONSTRUCTION ENTRANCES SHALL BE PIPED ACROSS THE 2" STONE N
ENTRANCE. IF PIPING IS IMPRACTICAL, A MOUNTING BERM WITH

5:1 SLOPES WILL BE PERMITTED. FILTER CLOTH

7. MAINTENANCE — THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION EXISTING PAVEMENT
WHICH WILL PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO
PUBLIC RIGHTS—OF—WAY. ALL SEDIMENT SPILLED, DROPPED, WASHED

¥

~—~2" X 4” SPACER
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— T~—WIRE MESH
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50" MINIMUM OR TRACKED ONTO PUBLIC RIGHTS—OF—WAY MUST BE REMOVED
IMMEDIATELY. N
. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN ARFA __j CONCRETE CURB
EXISTING PAVEMENT g?z‘a%éi?n%@ /Aslgoglgv }L\C/\EI_D WHICH DRAINS INTO AN APPROVED
PIAN VIEW ‘ CONSTRUCTION SPECIFICATIONS
9. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED

AFTER EACH RAIN. 1. FILTER FABRIC SHALL HAVE AN EOS OF 40-85.
2. WOODEN FRAME SHALL BE CONSTRUCTED OF 2” X 4” CONSTRUCTION

STAB/L/ZED CONSTRUCT/ON ENTRANCE 3. \(I;VT;EEMELSJITBEC?éOSS THROAT SHALL BE A CONTINUOUS PIECE 30 INCH

MINIMUM WIDTH WITH A LENGTH 4 FEET LONGER THAN THE THROAT.
NTS IT SHALL BE SHAPED AND SECURELY NAILED TO A 2" X 4” WEIR.
4. THE WEIR SHALL BE SECURELY NAILED TO 2” X 4" SPACERS
9 INCHES LONG SPACED NO MORE THAN 6 FEET APART.

5. THE ASSEMBLY SHALL BE PLACED AGAINST THE INLET AND SECURED
BY 2" X 4" ANCHORS 2 FEET LONG EXTENDING ACROSS THE TOP OF THE

AV;EXE%'WﬁgsﬁEgEECI%y 14 1/2 GAUGE INLET AND HELD IN PLACE BY SANDBAGS OR ALTERNATE WEIGHTS.

e ., M o PRVEN CURB INLET PROTECTION
HEIGH CONSTRUCTION NOTES FOR FABRICATED SILT FENCE

T OF FILTER

in = 76" MIN. NTS

N 1. WOVEN WIRE FENCE TO BE FASTENED POSTS: STEEL EITHER *T” OR "U”

] SECURELY TO FENCE POSTS WITH WIRE TYPE OR 2" HARDWOOD.

i . TIES OR STAPLES. FENCE: WOVEN WIRE 14 1/2 GA.

T 67 MIN. 6" MAX. MESH OPENING.

2. FILTER CLOTH TO BE FASTENED SECURELY
TO WOVEN WIRE FENCE WITH TIES SPACED i 7eR CLOTH: FILTER X, MIRAFI 100X,

PERSPECT/VE V/EW EVERY 24" AT TOP AND MID SECTION. STABILINKA T140N,
OR APPROVED EQUAL.
3. WHEN TWO SECTIONS OF FILTER CLOTH
ADJOIN EACH OTHER THEY SHALL BE PREFABRICATED  GEOFAB, ENVIROFENCE,
OVERLAPPED BY SIX INCHES AND FOLDED. UNIT: OR APPROVED EQUAL.

WOVEN WIRE FENCE (14 1/2 GA. 36" MIN. FENCE POST
MIN. MAX. 6" MESH SPACING)

WITH FILTER CLOTH OVER 4. MAINTENANCE SHALL BE PERFORMED AS

NEEDED AND MATERIAL REMOVED
o L 20" MIN. WHEN "BULGES” DEVELOP IN THE SILT FENCE.
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