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(2) EATON LED LUMINAIRE
POLE MOUNTED FIXTURE
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SPECIFICATION FEATURES SPECIFICATION FEATURES I:‘ LI G H Tl N G N OTES
Construction Electrical arm mounting requirement table. Construction lumen maintenance axpected at Mounting st e e I P u I e s
Extruded aluminum -!il'i'u'Ell' LED drivers ara mountad to Raund pubﬂ_adap!ar_i:nntudﬂd. For F!Iri:ver enclosure Fharrn-alh,r ! Ellml;!l hours. Available i_n standard GEEkEI‘t.EId and zinc plated ri?id staal “ |. PROVIDE SWITCHING, TRANSFORMER. LAYOUT AND WIRE SIZE FOR
enclosura thermally isolated from removable tray assembly for ease wall mounting, specify wall mount isolated from optics for optimal 1A drive current and optional mounting attachment fits directly Catalog & REVIEW BY LANDSCAPE ARCHITECT
Light Squares for optimal thermal of maintenance. 120-Z77V S¥E0Hz, brackst option. QUICK MOUNT tharmal performance. Heawy 1200maA, BO0OmA, and B00mA drive to 47 j-box or wall with the Gallson ’
performance. Heavy-wall, die- 347V B0Hz or 480V B0Hz operation. ARM: Adapter is bolted directly 1o waall aluminum housing die-cast currents. Wall "Hook-M-Lock™ mechanism
cast aluminum end caps ancloss 430V is compatible for use with the pole. Quick mount arm slide with integral external heat sinks. for quick installation. Secured with Project 2. SIZE LOW VOLTAGE WIRE BASED ON A MAX. ALLOWABLE VOLTAGE DROP
housing and die-cast aluminum 430V Wye systermns only. Standard into place on the adapter and is to provide superior structural Electrical two captive corrosion resistant BY 50%
heat sinks. A unique, patent with 0-10V dimming. Shipped secured via bwo screws, facilitating rigidity and an IPE6 rated housing. LED drivers are mounted for ease biack owide coated allen head set Commants “
pending interiocking housing and standard with Eaton proprietary quick and easy installation. Tha Overall construction passes a 1.5G of maintanance. 120-277V S0VG0Hz, screws which are concealed but
heat sink provides scalability with gircuit module designed to versatile, patent pending, guick vibration test to ensura mechanical 347V or 480V 60Hz operation. aocessible from bottom of fixture. 3. TRANSFORMERS SIZED TO MAXIMUM CAPACITY OF LIGHT FIXTURE.
superior structural rigidity. 3G withstand 10kV of transient line mount arm accommodates integrity. UPLIGHTING: Specify 480V is compatible for use with Prepared by
vibration tested and rated. Optional  surge. The Galleon LED luminaire multiple drll patterns ranging with the UPL option for invertad 480V Wye systemns only. Drivers Finish 4. DESIGN LOAD IS NOT TO EXCEED &0% OF TRANSFORMER CAPACITY.
tool-less hardware available is- suitable for operation in -40°C from 1-1/27 to 4-7/87. Removal mount upkight housing with are provided standard with 0-10% Housing finished in super durable EEATURES
for esze of entry into slactrical to 40°C ambiant environmeants. of the door on tha quick mount additional protections to maintain dimming. An optionzal Eston TGIC polyestar powder coat « ASTM Grad b | th ASTM ASEE b 5. THE WORK IS TO COMPLY WITH ALL APPLICABLE CODES AND STANDARDS
chamber. Housing is IPG6 rated. For applications with ambient arm enables wiring of the fixtura GLEON iP ratimg. proprietary surge protection paint, 2.5 mil nominal thickness GWC GALLEON . b :-E o Eteam 535? p;m 1"';1 PN :5;,:‘]:_5:- A AND MEET ALL TESTING REQUIREMENTS.
temparatures exceeding 40°C, without having to accass the driver GA LEGN LE D module is available and designed for superior protection against WAL]_ E 1;'?35, ;E:jfi:mh;; h.::. Lt pilecan T R B
Optics specify the HA {High Ambisnt) compartment. A knock-out enables I- Optics to withstand 10k of transient fade and wear. Standard colors SSS SD_UAHE « Drillad or t&nnﬂgis BE‘if ) G FIXTURE LOCATIONS AND WIRE LAYOUTS ARE DIAGRAMMATIC AND
Patented, high-sfficisncy option. Light Squares are IPGE round pole mounting. Choica of thirteen patented, high- line surga. Tha Galleon Wall include black, bronze, gray, i ¥ .
injection-molded AcculED rated. Greater than 90% lumen efficiency AcculED Optics. The LED luminaire is suitable for white, dark platinum and graphite STRAIGHT STEEL APPROXIMATE: BEFORE INSTALLATION, REVIEW ADJACENT CONTROLLERS IN
Optics technology. Optics are maintenance expected at 60,000 Finiah 1-10 Light Squares optics are precisely designed to operation in 40°C to 40°C ambient  metallic. RAL and custom color 1-2 Light Squares AN ORDERLY FASHION TO ALLOW ACCESS AS NECESSARY.
precisely designed ta shape hours. Available in standard 1A Housing finished in super durable Solld State LED shape the distribution maximizing environments. For applications matches available. Consult the Sofid State LED
the distribution maximizing drive current and optional GO0mMA, TGIC polyester powdar coat paint, efficiency and application spacing. with ambient temparatures MeGraw-Edison Architectural 7. REFER TO THE PLAN FOR LIGHT FIXTURE LOCATION. UTILIZE CONDUIT (E)
efficiency and application spacing. B00mA and 1200mA drive currents 2.5 mil nominal thickness for — AcculED Optics create consistent exceeding 40°C, specify the HA Colors brochure for the complate Tl'RE TO THE (E) SWITCHING WHERE POSSIBLE ’
AcculED Optics create consistent {nominalf. supenor protection against fade AREASSITE LUMINAIRE distributions with the scalability {High Ambient] option. Emergency salection. WALL MOUNT LUMINAIRE ’
distributions with the scalability and wear. Heat sink is powdar to meet customized application egress options for -20°C ambient DESIGN COMSIDERATIONS
$ m.EEIt l:-“l.l:ELl:IrEzEd application Mnunting : DDEI'1.'EId_b|EI'|:!k. s;andﬂ rd housing i pedpd ol Offered Elilr:ll:!_ilr_d n EanunmﬂptE a0 govupancy \‘_IH‘Int'lf ‘Wind inducet silrations resulting from stesdy, unkdetoonal winds and other serodynomic forces, s well 2 vibrason and coeftichent of height fBaobars for moa-grounded moo nied Installations 8. BALANCE LOADS TO THE TRANSFORMERS! IDENTIFY CENTER OF LOADj
quirements. Offerad standard STANDARD ARM MOUNT: colors include black, bronze, grey, A000K (+- 275K) CCT apd minimum  sensor available. Five-year warranty. |a,g., Installaghires an brdges o bulldinga) ara net incleed in this document. The infoemat ien‘ contaned harein |s for gunoral glldance ooly 20 |s ot & roplocment for prifessional judgement CONNECT WIRE FROM TRANSFORMER TO CENTER OF LOAD.
in 4000K {+- 275K} CCT 70 CRL. Extruded aluminum arm includes white, dark platinum and graphite 70 CAl. Optional 3000k, S000K Cansult with u professionaf, snd Incal and lederal standards, bofore orderng to dmnmre pradict in approgriate for the intended purposs and instafiziion locatioen. Also, plenss reviaw Eaten's Light Pote
- . : < - sim Faper for risk facs - T e
QTR TR OB aRLIOIOn  Inendt et Susdex Wibding bor T S RIOBK CLT < Snenteic than OV N 9. PROVIDE |20 VOLT POWER TO EACH REMOTE TRANSFORMER CONNECT
2 mx::-ing_ Whagn munﬁng e g = Epantications an-d Camnsrs suiijoot o change without notice. Commilt woor Rghiing ropresantaisng ol Eaar or visa Wi, da10n.camflghimg for svailshle oplion. ScCORE0rkE SN O rdenng o maticn. TO 5W|TCH |N HOU5E PER DlRECTlON AN D ACCEPTANCE OF CLl ENT
or mora luminaires at 307 and Warranty i EREORE
120° apart, the EA extended arm Five-year warranty. 0. INSTALL FIXTURES PER MANUFACTURER'S INSTRUCTIONS.
may be reguired. Refer to the @ STEEL POST
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HOOK-N-LOCK MOUNTING
CERTIFICATION DATA SYMBOL | DETAIL QTY DESCRIPTION CATALOG NUMBER MOUNTING HEIGHT LAMP LUMENS
UILfoliL Listead
CERTIFICATION DATA LMT4 | LMBO Compliant EATON "GALLEON LED" LED LUMINAIRE
LiLfclIL Wit Location Listed J:%HW o—{ ] 1 /L-60 | FPOLE MOUNTED FIXTURE TYFPE T4W GLEON-AF-O | -LED-E | -T4W 1O LED ARRAY 18,045 +-
J ﬁ]:ﬁjﬁm Compliant DesignLights Comsartium™ Qualified DISTRIBUTION
W S i 3G Vibration Rited EATON '"GALLEON WALL" LED
|Pi8 Ratad
CIMERBION DATA DRILLING PATTERN Dasignbights Consorium™ Guakfiod® g‘;:ﬂ;“" [T | 2160l LUMINAIRE WALL MOUNTED FIXTURE | GWC-AF-O|-LED-E|-T4W 1O LED ARRAY | 18.045+-
- BT - Wimight EPA — n Diriver
umm":;;:u- wz.u. Standard | Optional arm ".ﬂh:m e e TYPE "N — ENERGY DATA »0.8 Power Factor TYPE T4W DISTRIBUTION
Amn Length Length (1] |6g: F] 7 I-.- e manlil Elrctronic LED Biresr <« 20% Total Harmamic Distoriion
152" P 10 33 2 Hole 0.8 Piswrar Estbor BATTERY BACHUP AND THRU-BRANCH BACK BOX 120-277V/50 B BOHE, 347VA0H:
- {Eadmm) | (378mm) #84mim} (5.0 ke ] it 1BY ] <20% Tatal Harmonic Distortion ssvigoss
- - - TE* |2 mm] 12T T BOTEIME 5T Mml_rnum Termperaturs )
Ea 21-58 7 10 a4 100 { } 1=Lik" TV & 48OV BOHE E12Ee" AT Ambaent Ternparaiure Rating
{E48mmi {1 TEmm) {2Sdmml [20.0 kges.h |44rmum] -40°C Win. Temperture [1ESmm]
78 2TEE I 13 54 T “--..._“__ . 40°C Max. Temparature —
[Mi2mm) {17 Bmim) |Z30mm) [24 6 kg h (2 9/16° [14mm] BO'C Max. Temperature (HA, Optionl L AHIERENEL DA TR
D:;r:::r |53l Approximate Met Weight:
I3 T 18" " I
810 {5 Fmrn] {#7Bmm) | (288 b=} 13z ;’,Z-/ —— _-Ildwngj 47 lbs, {122 kgs.)
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